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TYPICAL SECTION THROUGH OFFICE BALCONY - UNIT 1

1:20

ENSURE SEALING OF ALL JUNCTIONS TO COMPLY WITH PART L.

NOTES:

SUBJECT TO STATUTORY CONSENTS

SUBJECT TO SURVEY

BASED ON OS MAP REPRODUCED BY PERMISSION OF

CONTROLLER OF HM STATIONARY OFFICE (c) CROWN

COPYRIGHT

COPYRIGHT RESERVED

DO NOT SCALE THIS DRAWING

DO NOT USE ELECTRONIC VERSIONS OF THIS DRAWING TO

DETERMINE DIMENSIONS UNLESS SPECIFICALLY

AUTHORISED BY MICHAEL SPARKS ASSOCIATES

IF USING AN ELECTRONIC VERSION OF THIS DRAWING

FIGURED DIMENSIONS TAKE PRECEDENCE AND NOTIFY

MICHAEL SPARKS ASSOCIATES OF ANY DISCREPANCIES

PROVIDE ONE HOUR FIRE PROTECTION TO UPPER

FLOORS CONSTRUCTION AND ONE HOUR FIRE

PROTECTION TO SUPPORTING STRUCTURE.

COMPLY WITH ALL PARTS OF APPROVED DOCUMENTS

IN PARTICULAR PART B, PART L2 AND PART M.

ALL DIMENSIONS TO BE CHECKED ON SITE.

STEEL COLUMN SIZES TO BE CONFIRMED AND TOLERANCES TO BE AGREED.

NOTE:

ROOF AND WALL CLADDING TO BE DESIGNED

BY SPECIALIST CONTRACTOR.

CLADDING DETAILS TO BE READ IN CONJUNCTION

WITH THE SPECIFICATION AND ALL RELEVANT

BRITISH STANDARDS.

INCLUDE VAPOUR BARRIER TAPE AROUND

ALL OPENINGS AND JUNCTIONS.

U-Values W/m²k

Roof: 0.18

Ground Floors: 0.25

Walls:                           0.26

Glazing:           1.50

Rooflights:   1.3

Entrance Door:   1.7

Loading Doors:   0.5

ROOF SPECIFICATION:

CA TWINTHERM (U VALUE

0.18W/Mk2)

OUTER SHEETS TO BE CA32/1000R

PROFILE 0.7 THK. HPS200 COATED

TO RIB FACE 18-B-17 ALBATROSS.

LINING PANELS TO BE

CALT17/1000S PROFILE 0.4 THK.

BRIGHT WHITE ENAMEL, FIXED IN

THE PURLIN. 'THERMA QUILT'

INSULATION .
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HAUNCH +12.500

FIRST FFL +6.800

APEX +14.600

EAVES +13.100

GROUND FFL +0.000

FCL +9.600

PLANT +11.000

INTERLOCKING SECRET FIX PLANK PROFILE TO SOFFIT: PRISMA COLOURCOAT

SIRIUS (RAL 9006).

FIXED TO GALVANISED STEEL SUPPORT FRAME TO SUBCONTRACTOR DETAILS

PRESSED METAL 300MM WIDE CASSETTE MODULE SOFFIT, SECRET FIXED, LAID

FRONT TO BACK, COLOUR RAL 9006.THICKNESS TO ENSURE NO RIPPLING OR

UNDULATION.

2mm PPC ALUMINIUM FLASHING TO RAKED DOWNSTAND BEAMS

COLOUR: RAL 9006 FIXED TO GALVANISED STEEL SUPPORT FRAME TO

SUBCONTRACTOR DETAILS

SOFFIT MOUNTED RECESSED EXTERIOR LED DOWNLIGHTS (2NO.

PER LENGTH OF SOFFIT ) TO M+E DESIGN
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SIDE FIXED BRUSHED STAINLESS STEEL BALUSTRADES FIXED TO RC

UPSTAND TO SUBCONTRACTOR DESIGN.

150MM THICK COMPOSITE DECK TO SPECIALIST SUB-CONTRACTORS

DESIGN AND SPECIFICATION.

HORIZONTALLY LAID SINUSOIDAL

PROFILED METAL BUILT-UP CLADDING

SYSTEM, COMPRISING:

TATA COLOURCOAT  PRISMA SIRIUS

RAL 9006 COATED GALVANISED STEEL

PROFILED OUTER SHEET

INSULATION QUILT TO GIVE U-VALUE

OF 0.26W/m²K

PROFILED GALVANISED STEEL

BRIGHT WHITE LINER SHEET

ACCESSORIES AS RECOMMENDED

BY CLADDING MANUFACTURER

PROPRIETARY STAINLESS STEEL

RAINWATER OUTLET

TILED FINISH ON SCREED ON

INSULATION

2mm PPC ALUMINIUM FLASHING

COLOUR: METALLIC SILVER  RAL 9006 FIXED TO GALVANISED STEEL SUPPORT

FRAME TO SUBCONTRACTOR DETAILS

SOLAR SHADING - POWDER COATED ALIMINIUM HORIZONTAL

METAL SHEET  COLOUR SILVER METALLIC RAL 9006, FIXED TO

CHS METAL POST

SOLAR SHADING - POWDER COATED ALIMINIUM HORIZONTAL

METAL SHEET  COLOUR SILVER METALLIC RAL 9006, FIXED TO

CHS METAL POST

FINISH TO COLUMNS SHERWIN-WILLIAMS PAINTS. TOP COAT TO BE RESISTEX

C137V2 SPECIAL FINISH SPRAY APPLIED WITH PRIMER AND TWO INTERMEDIATE

COATS SPECIFIED BY THE SUPPLIER TO MEET

20 YEAR LIFE SPAN BEFORE FIRST MAJOR MAINTENANCE. COLOUR SILVER

METALLIC RAL 9006

AEROFOIL FIN FIXED SOLAR SHADING SYSTEM

EXTERNAL SUNBREAKER FIN SYSTEM TO HAVE POLYESTER

POWDER COATED ALUMINIUM AEROFOIL FINS.

COLOUR TO BE SILVER METALLIC RAL 9006.

FINS TO BE 350MM WITH FRAMEWORK AND SUPPORT SYSTEM TO SUIT.

FINS MANUFACTURED FROM EXTRUDED ALUMINIUM SECTIONS WITH ALUMINIUM END-CAPS,

ALL OF WHICH TO BE POLYESTER POWDER COATED, STAINLESS STEEL FASTENINGS

AND FIXINGS TO BE USED THROUGHOUT, TO PRODUCE A VIRTUALLY MAINTENANCE FREE

AND CORROSION-RESISTANT SYSTEM.

SYSTEM TO BE SUPPLIED AND INSTALLED BY SPECIALIST SUBCONTRACTOR.

ACCESS HATCH

HIGH LEVEL HORIZONTAL PRESSED METAL FEATUREBAND COLOUR: GREEN RAL 6016

PRESSED METAL FASCIA SECRET FIXED

COLOUR PRISMA SIRIUS. SOFFIT 0.7mm

CA 32/1000W SOFFIT SHEET
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